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MastMinder Mbus network cable data sheet

Description:

©® CRANFIELDS, ALPHAMSTONE, BURES, SUFFOLK, CO8 5HH, UNITED KINGDOM @ TEL: +44(0)1787 269018 ® FAX: +44(0)1787 269018

24 AWG stranded (7x32) TC conductors, semi-rigid PVC insulation, twisted pairs, overall Beldfoil shield (100% coverage), 24 AWG

stranded TC drain Wire. PVC jacket.
PHYSICAL CHARACTERISTICS:
CONDUCTOR:

Number of Pairs

Total Number of Conductors
AWG

Stranding

Conductor Material
INSULATION:

Insulation Material

Pair Color Code Chart :

24
Tx32
TC - Tinned Copper

S-R PVC - Semi-Rigid Polyvinyl Chloride

Number Color

Number

Color

1 Black & Red

2

Black & White

OUTER SHIELD:

Outer Shield Material Trade Name
Outer Shield Type

Outer Shield Material

Outer Shield %eCoverage

OUTER SHIELD DRAIN WIRE :

Outer Shield Drain Wire AWG

Outer Shield Drain Wire Stranding

Outer Shield Drain Wire Conductor Material

OUTER JACKET:
Outer Jacket Material

Beldfoil®

Tape

Aluminum Foil-Polyester Tape
100 %

24
7x32
TC - Tinned Copper

PVC - Polyvinyl Chloride
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